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Abstract – The main objective of this paper is to com-
pare the applicability and performance of a switching 
compensator when it is controlled by algorithms derived 
from the pq–Theory and from the Current’s Physical 
Components Power Theory (CPC-Theory) considering a 
micro-grid application.  Compensation characteristics 
derived from each one of these set of power definitions 
are highlighted, and simulation results of test cases are 
shown.  Special attention is put on the oscillating instan-
taneous real power, as it may produce torque oscillations 
or frequency variations in weak systems (micro-grids) 
generators. The oscillating instantaneous real power, as 
defined in the pq-Theory, gives the amount of energy 
oscillating between the source and the load, and its com-
pensation using a switching compensator must have an 
energy storage element to exchange it with the load. The 
energy storage element can be easily calculated with the 
pq-Theory. 
 
Keywords – p-q Theory, Current’s Physical Compo-
nents Theory – CPC Theory, Power Quality, Switching 
Compensators, Micro–Grids. 
I. INTRODUCTION 
COMPENSATION algorithms for switching compensa-
tors are one of the topics that have been exploited, exhaust-
ively, by power-electronics engineers over the last almost 30 
years.  These compensation algorithms are derived from 
electrical-power theories that are defined in the frequency 
domain or in the time domain. 
The conventional active (P), reactive (Q) and apparent 
powers (S), defined in the frequency domain [1]-[3], and 
several other power quality indices that are derived from 
them, only serve for off-line calculation and analysis of pow-
er quality issues.  In general, power definitions in the time 
domain offer a more robust basis for the use in controllers for 
power electronic devices, because they are also valid during 
transients. 
In 1983 Akagi, Kanazawa and Nabae proposed a time-
domain power theory for the control of active filters connect-
ed to three-phase three-wire systems including some notes 
for four wires system [4].  Based on this theory, known today 
as p-q Theory, other control strategies for active power line 
conditioners were derived in various publications [5]-[12], 
including its extension for the use in three-phase four-wire 
systems.  A summary of these applications can be found in 
[5]. 
The p-q Theory is valid for any three-phase circuit condi-
tions, and has the advantage of instantaneously separating 
homopolar (zero-sequence) from nonhomopolar (positive- 
and negative-sequence) components, which may be present 
in the instantaneous three-phase four-wire voltages and cur-
rents.  Indeed, since their instantaneous powers are defined in 
the α-β-0 reference frame, it is possible to extract, separately, 
the homopolar (zero-sequence) component.  The p-q Theory 
also allows a comprehensible explanation as to why imagi-
nary power can be compensated without the need of energy 
storage elements [5][6]. Besides, it also allows determining 
the amount of energy that must be stored in a compensation 
device, in order to compensate oscillating powers that are 
exchanged between source and loads [7][8]. Furthermore, the 
p-q Theory allows two compensation strategies: constant 
power at source and sinusoidal currents at source (using the 
fundamental positive-sequence components of voltage in the 
control algorithm) [13]. 
In the literature it can be found other power definitions 
defined in the time domain.  The most important are the FBD 
(Fryze – Buchholz – Depenbrock) proposed by Depenbrock 
[14], the CPT (Conservative Power Theory) proposed by 
Tenti [15], and the CPC (Current’s Physical Components) 
proposed by Czarnecki [16] [17].  Also in the literature we 
can find p-q Theory inspired control algorithms for switching 
compensators as, for example, the p-q-r Theory 
[18] [19] [20], which is also defined in the α-β-0 reference 
frame.  A comparison involving the p-q-r and the p-q Theo-
ries is provided in [20]. The control algorithm denominated 
as Synchronous Reference Frame (SRF) [24] also presents 
similar aspects related with the p-q-r and the p-q Theories.  
The SRF control algorithm is defined in the d-q-0 reference 
frame.  All of these control algorithms can be applied to 
control switching compensators connected in three-phase 
systems, with or without neutral wire. 
Control algorithms derived from the p-q Theory have been 
widely applied to control switching compensators, and their 
control algorithms, are well established in the electrical engi-
neering community involved in switching compensators 
design [5].  However, unfortunately, misinterpretations of the 
p-q Theory still occur when it is considered as a power theo-
ry [16].  It occurs when the real and imaginary currents, 
derived from the p-q Theory, are directly compared with the 
active and non-active currents defined by Fryze in 1932 [25].  
As it is described in this paper, these current components can 
only be compared if certain constraints are respected. 
In order to elucidate the aspects that still result in misin-
terpretations of the p-q Theory as a power theory, this paper 
exploits its power properties for three-phase electrical sys-
tems, with or without neutral wire.  Moreover, it is also in-
troduced a comparison involving control algorithms based on 
the p-q and CPC theories for switching compensators con-
nected in parallel with the electrical systems.  In this paper, 
the CPC Theory was taken as reference for comparison, but 
any other or all of them could be taken as reference.  The 
election of just one was due to the lack of space in this paper, 
and also to the fact that most of the conclusions may be ex-
tended to the other theories. 
The focus of this comparison was supposed to be directed 
to the applications of power conditioners (switching compen-
sators) in micro-grids, which generally are weak systems, 
and where active power oscillations may have to be compen-
sated by using a short-term energy storage system.  In fact, in 
a micro-grid, oscillating power may appear due to the oscilla-
tion in the load or oscillation in the renewable energy sources 
like wind power.  Van der Hoven [21] reports the frequency 
variation range of the wind and in [22] it is shown that most 
micro-grids have torsional torque vibration that should be 
damped to avoid frequency variation.  Suvire [23] analyzed 
and proposed solutions to overcome problems due to power 
variations given by wind generators connected to weak sys-
tems.  However, the authors were not able to use the CPC 
Theory for this application as it is based on fundamental 
frequency, and the oscillating power with frequency compo-
nents below the line frequency is not easily analyzed. 
This paper is structured as follows.  In section II it is de-
scribed the instantaneous powers derived from the p-q Theo-
ry, including their physical meaning in three-phase electrical 
systems.  In sequence, in section III it is described the CPC 
(Current’s Physical Components) power theory for three-
phase electrical systems, including a control algorithm de-
rived from this power theory.  In section IV simulation re-
sults involving a switching compensator connected in paral-
lel with the power grid are presented.  In these simulations 
the control algorithms are derived from p-q and CPC theo-
ries. The features provided to the switching compensator, 
when each one the aforementioned control algorithms are 
applied are discussed.  Section V presents some simulations 
on the use of the p-q Theory to compensate for power oscilla-
tions due to load and/or generation in a micro-grid.  Finally, 
in section VI the major conclusions obtained through this 
work, and suggestions for further works are presented. 
II. POWER DEFINITIONS BASED ON THE 
p–q THEORY 
The instantaneous real and imaginary power theory (p–q 
Theory) is based on the Clarke transformation of three-phase 
voltages and currents into α-β-0 coordinates.  The Clarke 
transformation of three-phase voltages and currents are given 
by: 
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. (2) 
The instantaneous powers defined in the α-β-0 reference 
frame are the real power (p), the imaginary power (q) and the 
zero-sequence power (p0) given by: 
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where, “–” represents the average and “~” represents the 
oscillating components of each power.  The average compo-
nents can be extracted through low-pass filters, as it can be 
noted in several control algorithms for switching compensa-
tors [26]-[30].  It is worth to notice that, generally, the aver-
age components are calculated by considering the period of 
the line frequency as the time reference.  However, as it was 
shown in [7][8], depending on the application the period for 
the calculation of the average value may be much higher than 
the period of the line frequency.  In micro-grids applications 
this problem may occur. 
In sequence, the physical meanings of the instantaneous 
powers defined in the α-β-0 reference frame, including their 
average and oscillating components are described. 
The instantaneous real power ( p ) represents the energy, 
per time unity, that flows from the source to the load (or 
from the load to the source, if negative) through the three-
phase wires [5] [11].  The average component of the real 
power ( p ), if positive, constitutes the energy, per time unity, 
that is transferred from the source to the load.  The oscillat-
ing component ( p~ ) corresponds to the energy, per time unit, 
that is exchanged between the source and the load. 
Conventionally, p~  is calculated considering one line fre-
quency period and the oscillating components are due to 
frequencies components higher than line frequency or due to 
the negative sequence component.  In micro-grids where 
different kinds of low-inertia or non-dispatchable generators 
(wind generators) may be connected, p~  may appear due to 
harmonic frequencies, which can be dealt conventionally.  
However, frequencies lower than the line frequency may be 
present and the lack of inertia in the system may produce a 
oscillation in real power, which can be considered as p~ .  For 
example, if we consider a wind generator, as the wind speed 
varies along the time, the generated power may also vary 
along the time with a period given by the wind speed varia-
tion period (if it is periodic) or it may vary randomly.  Ac-
cording to Van der Hoven [21] the harmonic spectrum of the 
wind speed contains frequency components in the range up 
to 0.017 Hz (period around 1 minute).  This would force the 
appearance of very low frequency real and imaginary power 
oscillation in systems with wind generators. 
In three-phase electrical circuits (with or without neutral 
wire) where voltages and currents are only comprised by 
their fundamental positive-sequence components, the energy 
transfer is unidirectional, normally from the source to the 
load.  In this case, the instantaneous real power ( p ) contains 
only its average component ( p ).  There are also others par-
ticular situations in which energy can present a unidirectional 
transfer from the source to the load as, for example, when 
voltages and currents present the same harmonic components 
and, moreover, present the same symmetrical components 
(positive, negative or zero components).  In any other situa-
tions, where the voltages and currents are composed by dis-
torted or unbalanced components, the instantaneous real 
power presents average and oscillating components. 
The instantaneous zero-sequence power ( p0 ) results from 
zero-sequence components of voltages and currents (v0 and 
i0).  It is important to comment that this power only exists in 
three-phase circuits with neutral wire.  The average compo-
nent ( p 0 ) corresponds to the energy, per time unity, that 
flows from the source to the load using the neutral wire.  The 
oscillating component ( 0p~ ) corresponds to the energy flow, 
per time unity, that is exchanged between source and load 
through the neutral wire.  It is important to notice that the 
average component cannot exist without the presence of 
oscillating one [5]. 
The instantaneous three-phase active power ( p3 ), deter-
mined in a-b-c coordinates, and the instantaneous real power 
( p ) and instantaneous zero-sequence power ( p0 ), deter-
mined in α-β-0 coordinates, can be associated as follows: 
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In an electrical system composed by voltages and currents 
with fundamental positive-sequence components only, it is 
possible to assure that the instantaneous three-phase active 
power p3 and the instantaneous real power p are equal, pre-
senting only average component ( p ).  Moreover, as de-
scribed in [5] [11] [12], in this condition is also possible to 
affirm that the conventional active power (P) is equal to the 
instantaneous powers p3 and p.  In any other condition, the 
active power (P) corresponds only to the average component 
of the instantaneous active power ( p3 ). 
The instantaneous imaginary power (q) can be understood 
as responsible for the energy, per time unit, that is exchanged 
between the three-phase wires of the electrical system.  
Therefore, the power that flows in each phase and depends 
on q does not contribute to the energy that flows from the 
source to the load or vice-versa.  The instantaneous three-
phase reactive power (q3), determined in a-b-c coordinates, 
and the imaginary power can be associated as follows: 
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The instantaneous reactive power (q3) is similar to the 
conventional reactive power (Q) only when the fundamental 
positive-sequence components of the voltages and currents 
are considered.  When the currents or voltages present har-
monic or unbalanced components, the instantaneous power 
q3 contains average and oscillating components, which 
makes impossible to compare q3 with Q. 
Based on the aforementioned explanations involving the 
real, imaginary and zero-sequence powers, it is possible to 
conclude that: 
 The total energy that flows per time unity, that is, the 
instantaneous three-phase active power is always equal 
to the sum of the real and zero-sequence powers; 
 In three-phase circuits, with or without neutral wire, it 
is possible to affirm that the three-phase active power 
( p3 ) is equal to the conventional active power (P), if 
the voltages and currents are only comprised by their 
fundamental positive-sequence components; 
 The imaginary power is only derived from the nonho-
mopolar components of the voltages and currents.  
Moreover, there is a power in each phase that depends 
on the imaginary power, but their three-phase instanta-
neous sum is always equal to zero. 
Figure 1 shows the power exchange diagram in a three-
phase four-wire system.  In this figure, the power related to q 
is shown circulating between the phases a, b and c.  The real 
power p and p0 represent the energy flow from system A to 
system B when they are positive.  When they are negative 
they flow from system B to system A. 
 
Figure 1 - Power exchange in a three-phase four-wire system. 
Next, power definitions based on the CPC theory are pre-
sented.  It is also described how the active, reactive, unbal-
anced and scattered currents are calculated.  Such procedure 
is necessary to provide a reasonable comparison involving 
control algorithms derived from both p-q and CPC power 
theories. 
III. POWER DEFINITIONS BASED ON THE  
CPC THEORY 
The Current’s Physical Components (CPC) is a frequen-
cy-domain power theory applicable to three-phase three-wire 
systems (it does not apply to three-phase four-wire systems).  
In a generic three-phase three-wire system, where the voltag-
es and currents may present harmonic components, the pow-
er properties are determined by four “independent features of 
the electrical system,” according to [16][17]: 
1) “permanent energy transmission and associated active 
power, P ; 
2) presence of reactive elements in the load and associated 
harmonic reactive power, Q ; 
3) harmonic load unbalance that causes supply current 
asymmetry and associated harmonic unbalanced power, 
DU ; 
4) scattered currents that cause an amount of energy, per 
time unit, that exchanges between source and load, and as-
sociated scattered power, DS . 
As described next in this section, each one of these pow-
ers is directly associated with current components extracted 
from the load current.  Indeed, according to [31]-[34], the 
load current can be decomposed into four orthogonal compo-
nents.  These current components are denominated as the 
active current (iA), reactive current (iR), unbalanced current 
(iU), and scattered current (iS). 
These current components are determined through mini-
mization methods, based on the active and non-active cur-
rents defined by Fryze in 1932 [25].  The active component 
defined in the CPC theory totally corresponds to the active 
current defined by Fryze, whereas the sum of the remaining 
current components defined in the CPC theory corresponds 
to the non-active currents defined by Fryze. 
Hereafter, it follows a mathematical methodology, accord-
ing to the ones described in [32] and [33], to determine each 
one of the CPC current components and their associated 
powers.  Initially, the Fast Fourier Transformer (FFT) algo-
rithm is applied to the instantaneous values of the voltages 
(va, vb, vc) and currents (ia, ib, ic), in order to obtain the com-
plex RMS values (amplitude and phase values) for each 
component: ncnbna V,V,V   and ncnbna I,I,I  , where the funda-
mental component is given for (n = 1) and the harmonic 
components are given for n > 1.  The complex power, of 
each n-component, is given by: 
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Once determined the complex power, it is possible to cal-
culate the equivalent conductance (Gen) and susceptance (Ben) 
for the fundamental and for each harmonic component. 
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The active and reactive components, of each n-
component, can be directly calculated through (Gne) and 
(Bne), together with the complex voltages (Vna, Vnb, Vnc), as 
described as follows: 
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The unbalanced component of the load current, iUn, is giv-
en by: 
iUn  in  (iAn  iRn )  ; (10) 
where, the total current, i, is given by: 
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The scattered current is extracted from the active compo-
nent (iAn), which methodology is described as follows: 
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As it can be observed in (12), the scattered current is 
equal to zero for n = 1.  It is important to comment that these 
current components are mutually orthogonal, since the scalar 
product involving any of two of these components is equal to 
zero.  Further explanations involving this feature can be 
found in [32].  Hereafter, according to [32] [33], are de-
scribed the power phenomena involving each one of these 
current components. 
The active current (iA) is directly involved with the active 
power transmission, and it totally corresponds to the active 
current defined by Fryze [26].  Therefore, the active power 
(P) presented in (13) is equal to the conventional active pow-
er defined in the frequency domain. 
As it is described in [33] the scattered component (iS) ap-
pears in the load current if the equivalent conductance of the 
load (Gne) changes with the harmonic order, i.e., if they are 
scattered around the Ge value.  The RMS value of the scat-
tered current is given by: 
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The reactive component (iRn) is related to the presence of 
the reactive power Q, which one comprehends not only the 
fundamental component (n = 1), but also all of the n-
harmonic components. The RMS value of iRn is given by: 
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Finally, the unbalanced component (iU) is related to the 
load asymmetry, which increases the RMS value of the load 
current.  The RMS value of iU is given by: 
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Multiplying the RMS values of these current components 
by u  results in the power equations described as follows: 
Q  iR  u  ; 
(17) DU  iU  u  ; 
DS  iS  u  . 
The RMS value of u  is given by: 
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Thus, it can be noted that the RMS value of u  is differ-
ent from the one described in (8), since the RMS value calcu-
lated in (18) comprises the fundamental and all of the har-
monic components that the voltages might have.  Based on 
the aforementioned explanations involving the power com-
ponents defined by the CPC theory, it is possible to conclude 
that: 
 The active component of the load current represents the 
smallest supply current necessary to transfer the ener-
gy, per time unit, from the source to the load; 
 The reactive power defined by CPC theory (Q) corre-
sponds to the conventional reactive power, if and only 
if the currents and voltages do not present harmonics or 
unbalanced components. 
It can be noted that there is no direct relation involving the 
power components derived from p-q and CPC theories.  
Furthermore, such comparison only can be done in three-
phase three-wire systems, since the CPC theory does not 
provide a current component derived from the zero-sequence 
component, and thus, it cannot be applied to three-phase 
four-wire systems.  In [17] it is presented a comparison in-
volving the power components derived from the p-q and the 
CPC theories, in a three-phase three-wire system with cur-
rents composed by an unbalanced component.  In this com-
parison, the voltages are only considered to be fundamental 
positive-sequence component. 
IV. COMPARISONS INVOLVING THE p–q AND CPC 
THEORIES BASED ON A CASE EXAMPLE 
In this section are presented mathematical methodologies, 
based on the pq and CPC theories, to determine the current 
components from a case example. It is worth to notice that 
control algorithms, for switching compensators as example, 
can be easily derived from the mathematical methodologies 
that are introduced in this section. Moreover, it is possible to 
provide comparisons involving the current components that 
are determined by both theories. 
The case example consists of a circuit with an unbalanced 
resistive load, which is used in [16].  This circuit is shown in 
Figure 2 (a), and an equivalent circuit, with the same charac-
teristics, is presented in Figure 2 (b). 
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Figure 2 – Example of an unbalanced resistive circuit: (a) Circuit like 
presented in [16]; (b) Equivalent circuit. 
As described in [16] the resistance R is equal to 2 Ω, and 
the phase voltages and currents on delta side (where the 
voltages and currents are indicated) are given by: 
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Once the voltages and currents are decomposed into α and 
β components, the real and imaginary powers are given by: 
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(20) 
The V and I variables correspond to the RMS values of the 
phase-voltages and currents, respectively.  Since the load is a 
resistive unbalanced one, the real power is composed by 
average and oscillating components and, the imaginary pow-
er is only given by an oscillating component. 
Based on the calculated real and imaginary powers, to-
gether with the phase voltages transformed to α and β com-
ponents, it is possible to determine a set of currents corre-
sponding to these powers.  The currents derived from the 
average component of the real power are given by: 
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(21) 
Following the same methodology, it is possible to deter-
mine a set of currents derived from the oscillating compo-
nents of the real and imaginary powers.  These currents can 
be described as follows: 
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(23) 
Through the inverse Clarke Transform it is possible to de-
termine a set of three-phase currents, in a-b-c reference 
frame, from the ones described in α-β-0 components. This 
relation can be described as follows: 
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(24) 
The current components, in a-b-c reference frame, derived 
from the real and imaginary current components given in 
(21) – (23) are determined as follows: 
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(27) 
It is worth to notice that when the current components 
p~cp~bp~a i,i,i  and q~cq~bq~a i,i,i are summed, all the harmonic 
components contained in each one of these current compo-
nents are canceled.  These harmonic components are also 
denominated “hidden currents” [5][36].  The resulting cur-
rents are: 
A)60ºtcos(ω84.8ii
A)180ºtcos(ω84.8ii
A)60ºtcos(ω84.8ii
1q~cp~c
1q~bp~b
1q~ap~a



 
 
 
 
. 
(28) 
The currents given in (28) can be considered as the unbal-
anced component of the currents cba i,i,i . 
In sequence, it is described a methodology to depict the 
system currents ( cba i,i,i ) through the CPC theory.  Since 
these currents do not present harmonic components, they can 
be decomposed into three active, reactive and unbalanced 
components described as follows: 
UnRnAnn iiii   , (29) 
where n = 1. The active, reactive and unbalanced compo-
nents are given by: 
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Based on Figure 2, the conductance (Ge) and the suscep-
tance (Be) are determined through the equivalent admittance 
(Ye), on delta side of the transformer, described as follows: 
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. (31) 
In this particular case, it was simple to determine the 
equivalent admittance due to the load characteristic.  Howev-
er, this approach may be unfeasible when, for example, the 
load comprises non-linear components. 
Once the equivalent admittance is determined, it is possi-
ble to calculate the active and unbalanced components of the 
system currents.  These current components are given by: 
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As expected, there are no reactive components since the 
equivalent susceptance (Be) is equal to zero.  The active (P) 
and unbalanced (D) powers are derived from the active and 
unbalanced current components, together with the phase-
voltages, such that: 
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Based on this case example, it is possible to make com-
parisons involving the currents components and powers de-
rived from p-q and CPC theories, such that: 
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From the above comparison it is possible to conclude that, 
in general, there are good agreement between p-q and CPC 
Theories.  However, there are some important insights that 
the CPC Theory cannot answer.  For instance, the unbalance 
power D comprises both the oscillating real p~  and imagi-
nary q~  powers.  If the objective is to compensate all the 
harmonics in the circuit this is not a problem.  However, if 
the objective is to compensate for only oscillating real power 
or oscillating imaginary power, the CPC Theory simply does 
not work.  As it will be shown in the next section, in micro-
grid applications it may be necessary to have compensation 
of the oscillating real power and for this it is essential to have 
this power separated from the imaginary power so one can 
easily calculate the size of the energy storing element. 
Also, using the p-q Theory it is possible to develop power 
conditioners to compensate for only imaginary power (reac-
tive compensation, if only fundamental frequency is consid-
ered) or only oscillating real power.  In fact, it can be used to 
control many different possible compensators.  Therefore, it 
is not only a theory that allows the analysis of different com-
pensators, but also it is also a very flexible theory. 
V.  FREQUENCY CONTROL IN A MICRO-GRID 
To show the flexibility of the p-q Theory some simulation 
result will be shown considering a micro-grid. 
Figure 3 shows the simulated micro-grid with a combus-
tion engine / synchronous generator as the dispatchable local 
power source, a wind generator, unbalanced nonlinear loads 
and a Shunt Power Compensator.  It is supposed that the 
combustion engine / synchronous generator system is able to 
supply power to the loads, however, whenever possible, the 
wind generator is controlled to generate maximum power 
with the objective to save fuel.  The load is unbalanced, non-
linear and variable.  This is a hypothetical situation, however, 
highly probable to happen in an actual micro-grid.  A situa-
tion where it is important to have a Shunt Power Compensa-
tor to avoid frequency variations will be presented. 
This Figure 4 shows the instantaneous real power p and 
the instantaneous imaginary power q, as well as the oscillat-
ing part of the instantaneous real power, p~ .  Also, the time 
integral of p~  is included giving the amount of the oscillating 
energy in the system.  To avoid frequency oscillation in the 
generator the shunt compensator should deliver / absorb this 
energy.  Knowing the peak value of this energy it is easy to 
calculate the size of the capacitor to be used in the DC side 
of the shunt compensator (in this example a capacitor was 
chosen as energy storing element), as shown in [7].  Based 
on this, a shunt compensator was designed to compensate for 
the oscillating instantaneous real power with a DC capacitor 
of 50 mF and 860 V.  As this capacitor has to absorb energy 
from or supply energy to the load with a peak value of 650 J, 
the capacitor voltage may vary +/- 160 V.  For larger values 
of stored energy another energy storing element may have to 
be used, like flywheel [23], batteries [37], or even SMES. 
Figure 5 shows the simulated voltage, current and fre-
quency for the case that the Shunt Power Compensator is 
connected and compensating p~  and q.  In this case, p~  was 
calculated as p - p = p~  by using a moving average filter 
with a time window of 50 cycles for the calculation of the 
real average power p .  As we can see in this figure the volt-
age and current distortion has been greatly decreased and the 
frequency is now controlled.  This simple simulation shows 
that a Shunt Power Compensator can be designed to compen-
sate for oscillating power as in [7] with the difference that in 
this reference the power supply was running at constant fre-
quency.  In a micro-grid the inertia in the system may be too 
small to keep constant frequency.  The compensated current 
is in phase with the voltage because all the imaginary power 
is being compensated. 
Figure 6 shows the imaginary power q, the real power p, 
the oscillating part of this real power p~  and the integral of 
this power for the case shown in Figure 5.  The peak value of 
the integral of p~  is important for the calculation of the ca-
pacitor in the DC side of the compensator. 
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Figure 4 – Voltage, current and frequency response for the system 
without Shunt Power Compensator. 
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Figure 3 – Simulated micro-grid with a combustion engine / generator, 
wind generator, unbalanced nonlinear loads and a Shunt Power Com-
pensator. 
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Figure 5 – Voltage, current and frequency response for the system with 
Shunt Power Compensator. 
q – Instantaneous Imaginary Power 
p – Instantaneous Real Power 
p – Oscillating component of the Instantaneous Real Power~
Time Integral of p  ~
 (vai) 
(W) 
 (W) 
 ( J ) 
 
Figure 6 – q, p, p~  and time integral of p~  when load changes (accord-
ing to figures 4 and 5), as calculated by the control system of the Shunt 
Power Compensator. 
VI. CONCLUSIONS 
This paper presented a short summary of the p-q and CPC 
Theories and a comparison based on a simple example.  As a 
result it is possible to say that CPC Theory and p-q Theory 
have many points in common. However, the first cannot be 
used in three-phase four-wire circuit, which is a limitation, as 
zero-sequence power cannot be even calculated.  Also, CPC 
Theory cannot separate the effects of the oscillating real 
power from the oscillating imaginary power.  This may be a 
hard limitation when analyzing a circuit where the instanta-
neous real power is oscillating and may cause torsional 
torque oscillation.  This oscillation may lead to frequency 
variation, which is a problem in weak systems, and may be 
especially important in the case of future micro-grids, where 
it is expected to have a low inertia dispatchable power source 
and highly variable renewable energy sources, like wind or 
solar energy.  The use of the p-q Theory allows the design of 
an active power compensator able to eliminate oscillations in 
the instantaneous real power, avoiding variations of the elec-
trical system frequency. Thus, the elimination of low fre-
quency components in the instantaneous real power allows 
the mitigation of line frequency oscillations.  Also, all the 
imaginary power and current unbalance can be compensated, 
guaranteeing maximum efficiency for the electrical system.  
The p-q Theory also allows the calculation of the size of the 
energy storage element of a switching compensator, in a 
simple way, thus being an important tool in its design. 
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